THE CITY OF MARYSVILLE
MARYSVILLE, CA

ADDENDUM NO. 1

BINNEY JUNCTION SEWER MAIN RELOCATION PROJECT
CONTRACT NO. 26-01

The purpose of this Addendum No. 1 is to notify Bidders of clarifications to the Project Plans for the above
project. This Addendum shall be attached to and become a part of said Contract Documents. THIS
ADDENDUM_ SHALL BE SIGNED BY THE BIDDER, DATED AND SUBMITTED WITH THE
PROPOSAL FOR THE PROJECT.

Bidder Questions / Clarifications:

1. Question: The bid is due at 1:00 PM. on July 16, 2026, and if so could the bid date be
extended?

Response: That is the correct date and the City and Caltrans would like to award the
project as soon as possible, so the bid date will not be extended at this time.

2. Question: The plan sheets have markups on them, are revised plan sheets going to be issued?
Response: Yes, see attached revised plan sheets.

3. Question: Referring to the profile view on Sheet 3 (SS-102), a vent is shown outside of the
receiving pit. Please confirm whether the Contractor may install this vent within the proposed
receiving pit instead. Additionally, there is a callout for this vent that references a detail on Sheet
SS-105. The view shown on SS-105 appears to be an enlarged plan of the bore and jack
operation. Please confirm whether this is the detail intended to be referenced for the vent
installation.?

Response: There are no vents on the casing since the void space between the carrier
and casing pipes are filled with sand. See revised plan sheet removing the vents

4. Question: Is there a geotechnical report for the subject project?

Response: There is not a geotechnical report specifically for this project. Caltrans does
have geotechnical information in the area for the project improvements.

5. Question: Please confirm whether the 8-inch SS PVC sewer line from Sta. 6+68 (MH No. 10) to
Sta. 8+82 (MH No. 11) is included in this contract. The profile view depicts this segment in a
lighter color, which may indicate that it is an existing pipe rather than a proposed installation.
Please clarify.
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Response: Yes, it is in the quantities listed and shown in the plan view and location.
See attached revised plans correcting the profile view.

6. Question: Does the project fall under PLA or CWTA or MTPA (MASTER TRADE PARTNER
AGREEMENT)?

Response: No, but it is subject to prevailing wages.
7. Question: Is pre-qualification required?

Response: No, but the contractor shall have experience installing gravity mains in the
public right-of-way and the contractor or subcontractor shall have prior boring experience
in UPRR or Caltrans right-of-way.

8. Question: What are the approximate start and end dates?

Response: The approximate start date is September 15t and the end date will be
determined by the contractor with the working days allowed.

9. Question: Will the contractor be responsible for the required UPRR flagging and settlement
monitoring?

Response: The city will cover these items under the agreement with UPRR, but the
contractor will be responsible for the coordination.

10. Question: Will Caltrans require the work within their right-of-way to be at night?

Response: The lane closure charts have been provided by Caltrans, but other than
shoulder everything would be at night.

11. Question: Will the existing utility pole on the east side of the new sewer alignment near STA
3+00 be removed before the project begins?

Response: Caltrans has indicated the pole will be removed before the project.

12. Question: |s the existing water main and services in B Street between 17" and 16
abandoned?

Response: California Water Service has indicated that it is abandoned in place.
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13. Question: Is the existing water main and services in B Street between 17" and 16"

abandoned?

Response: PG&E has indicated that it is abandoned in place.

Attachments: Revised plan sheets

BIDDER:

NAME

ADDRESS

SIGNATURE

DATE:

CITY OF MARYSVILLE

PREPARED BY:

Clotbn Watlon

QY OF MARYSVILLE
DATED: July 13, 2026
Bid opening date and time are not changed

by this Addendum No. 1

July 13, 2026
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SEWER NOTES
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DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

Ct-trans

1. SEWER SYSTEM CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH
CITY OF MARYSVILLE STANDARDS AND SPECIFICATIONS.

2.CONTRACTOR TO INSTALL PVC SDR 26 SEWERS, EXCEPT WHERE SPECIFICALLY
DESIGNATED ON PLANS PER CITY OF MARYSVILLE STANDARDS AND SPECIFICATIONS.
PVC PIPE SHALL BE COLORED GREEN AS MANUFACTURED.

3. CONTRACTOR TO INSTALL PVC C900 PIPE WHERE SHOWN ON THE PLANS AND PIPE
SHALL BE COLORED GREEN. RESTRAINT FOR AWWA C900 PVC PIPE SHALL CONSIST OF
THE FOLLOWING - PVC PIPE JOINTS ARE TO BE RESTRAINED BY A HARNESS
RESTRAINT DEVICE. THE RESTRAINT SHALL CONSIST OF THE FOLLOWING COMPONENTS:
A BELL RING THAT FITS BEHIND THE BELL, A RESTRAINT RING THAT INSTALLS ON
THE SPIGOT, AND TIE BARS TO FACILITATE THE JOINT RESTRAINT. ALL COMPONENTS
SHALL BE CAST OF DUCTILE IRON CONFORMING TO ASTM A536. THE RESTRAINT RING
SHALL CONSIST OF INDIVIDUALLY ACTIVATED GRIPPING SURFACES TO HOLD THE
SPIGOT AND MAXIMIZE RESTRAINT CAPABILITY. THE HARNESS RESTRAINT SHALL HAVE
A WORKING PRESSURE OF AT LEAST 125 PSI WITH A MINIMUM SAFETY FACTOR OF 2:1
AND SHALL BE EBBA IRON MEGALUG, SERIES 1500 OR EQUAL.

4. MANHOLES SHALL BE CONSTRUCTED IN ACCORDANCE WITH CITY OF MARYSVILLE
STANDARD DRAWING 203, AS APPLICABLE.

5. MANHOLES OF DEPTHS LESS THAN FOUR FEET FROM FINISH STREET GRADE TO
SEWER PIPE SHELF ARE TO BE CONSTRUCTED PER SHALLOW MANHOLE DETAIL IN
ACCORDANCE WITH CITY OF MARYSVILLE STANDARD DRAWING 203.

6. PRIOR TO CONSTRUCTION OF SEWER, CONTRACTOR SHALL EXPOSE EXISTING SEWER
AND VERIFY ITS EXISTING ELEVATION AND LOCATION. WHERE CONNECTING TO
EXISTING MANHOLES AND INLET STUB OF PROPER SIZE EXISTS, NO ALTERATIONS
SHALL BE MADE TO EXISTING MANHOLE BASE OR STUB EXCEPT AS SPECIFICALLY
AUTHORIZED BY CITY OF MARYSVILLE.

7. THE CONTRACTOR IS ADVISED THAT THE WORK ON THIS PROJECT MAY INVOLVE
WORKING IN A CONFINED AIR SPACE. CONTRACTOR SHALL BE RESPONSIBLE FOR
"CONFINED AIR SPACE" ARTICLE 108, TITLE 8, CALIFORNIA ADMINISTRATIVE CODE.

8. ALL PIPE ZONE BEDDING & TRENCH BACKFILL ARE TO BE PER CITY OF
MARYSVILLE STANDARD DRAWING 501.

9. THE FINAL CUT IN/ TIE IN TO EXISTING MANHOLES SHALL OCCUR DURING LOW
FLOW HOURS (10:00 PM TO 5:00 AM), AND COORDINATED WITH THE CITY OF
MARYSVILLE.

10. AFTER SEWER INSTALLATION, RESTORE SURFACE OF EXISTING ROAD PER CITY OF
MARYSVILLE STANDARD DRAWING 502, UNLESS OTHERWISE NOTED ON PLANS.

LIST OF RELEVANT CITY OF MARYSVILLE
STANDARD DRAWINGS

203 SANITARY SEWER & STORM DRAIN MANHOLE

307 MANHOLE FRAME & COVER

501 TRENCH BACKFILL

502 SURFACE RESTORATION

LEGEND

WATER LINE EXISTING

STORM DRAIN EXISTING

SANITARY SEWER LINE EXISTING

SANITARY SEWER LINE PROPOSED

SANITARY SEWER MANHOLE EXISTING

SANITARY SEWER MANHOLE PROPOSED

ABBREVIATIONS

AB AGGREGATE BASE

AC ASPHALT CONCRETE
DWY DRIVEWAY

EG EXISTING GRADE

EL ELEVATION

EX EXISTING

FL FLOW LINE

FO FIBER OPTIC

FT FEET

FTG FOOTING

ID INSIDE DIAMETER

INV INVERT

LF LINEAR FEET

MAX MAXIMUM

MH MANHOLE

MIN MINIMUM

N/A NOT APPLICABLE

NO NUMBER

NTS NOT TO SCALE

oD OUTSIDE DIAMETER
PL PROPERTY LINE

PSI POUNDS PER SQUARE INCH
PP POWER POLE

PVC POLYVINYL CHLORIDE
PVMT PAVEMENT

R RADIUS

RR RAILROAD

RCP REINFORCED CONCRETE PIPE
RD ROAD

ROW RIGHT OF WAY

S= SLOPE

SCH SCHEDULE

SD STORM DRAIN

SF SQUARE FEET

SHT SHEET

SS SANITARY SEWER
UPRR UNION PACIFIC RAIL ROAD
WTR WATER

: POST MILES SHEET] TOTAL
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03 YUBA 70 X. X/ X. X 1 9
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ERED CIVIL ENGINEER DATE
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THE STATE OF CALIFORNIA OF 775 OFFICERS
OF AGENTS SHALL NOT BE RESFPONSIBLE FOR
THE ACCURACY OF COMPLETENESS OF SCANNED
COPIES OF THIS FPLAN SHEET.

Wood Rodgers Inc.
3301 C Streetf, Suite 100-B
Sacramento, CA 95816
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Dist| COUNTY ROUTE TOTAL PROJECT | No. |SHEETS
03 YUBA 70 X.X/X.X 2 9
EX_SIDEWALK M 7110126
REZLZTERED CIVIL ENGINEER DATE
PROPOSED SD
REALIGNMENT BY OTHERS CRISTINE. RICE
|| / PROPOSED PLANS APPROVAL DATE NO'm
EX. SS (CITY) || < RETAINING THE STATE OF CALIFORNIA OR 7S OFFICERS P
| | ’ WALL OR AGENTS SHALL NOT BE RESPONSIBLE FOR CIVIL” &
(v onens LA . N
— PROPOSED PEDESTRIAN Wood Rodgers Inc.
Lil ACCESS RAMP (BY OTHERS) 3301 C Street, Suite 100-B
. o Lol Sacramento, CA 95816
o0 % A
o | = — .
o v MH_NO. 1 1002
i EX. 24" SD = STA 1+58 NOTES:
- BEGIN SEWER IMPROVEMENTS \ d PER STD DWG TO. 203 18" <p (BY OTHERE)
EX WH 70176 17TH STREET A=SSBYL 1. ABANDON EXISTING SEWER IN PLACE
NOTE 3 y EXISTING SO To BE AFTER CONSTRUCTING NEW SEWER
s 8 oo SIS INS S S REMOVED BY OTHERS MAIN.
VH NO. © —— LS (FUTURE) 2. EXISTING WATER MAIN TO BE
o RELOCATED BY OTHERS PRIOR TO
PER STD DWG NO. 203 © MH _NO. 2 CONSTRUCTION. RELOCATED WATER
L _
O % / SEE SHEET 557102 MAIN WILL HAVE AT LEAST 12" OF
| = VERTICAL CLEARANCE FROM SEWER.
L ‘g EX.PSQE 3. CONNECT TO EXISTING MANHOLE PER
Z | o (g DETAIL 2 ON SHEET SS-106 AFTER
2l = (STA. 2+00) (SEE SHEET SS-102) IMPROVEMENTS ARE COMPLETED.
T | > EX. WTR Ex <p (CITY) 4. WHERE PIPE COVER IS LESS THAN 30"
8 L (CA WATER SERVICE) MODIFY SD PIPE IN EXISTING OR PROPOSED ROADWAY,
ABANDON EX SS SEE NOTE 1 FOR CROSSING ENCASE PIPE PER DETAIL 4 ON SHEET
. (SEE NOTE 5) SS-107.
Sm | & BY OTHERS 5. CONTRACTOR SHALL VERIFY THE
2o o LOCATION AND ELEVATION OF THE
SZ > EXISTING STORM DRAIN PIPE PRIOR TO
v CONSTRUCTION. WHERE THE PROPOSED
e - WORK CONFLICTS WITH THE EXISTING
? alo STORM DRAIN PIPE, CONTRACTOR
o z ;né Y xja o SHALL FIELD FIT A SUPPORT SADDLE
v H 3~ :"':’ '§§L'._J AS REQUIRED TO PROTECT THE SEWER
é © 55 o il xlv-o PIPE UNTIL THE STORM DRAIN PIPE IS
- g NE 2 %; ﬁzﬁ ABANDONED OR REMOVED.
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MATCH LINE (STA 6+50)  (SEE SHEET SS—103) Dist| COUNTY ROUTE TOTAL PROJECT | No. |SHEETS
17TH STREET 03 YUBA 10 XX/ XaX 3 9
EX RETAINING %‘ 026
RE RED CIVIC ENGINEER DATE
1T(TH STREET
MATCH LINE  (STA. 2+00N (SEE SHEET SS—101) CHRISTINE RICE
EX SIDEWALK PLANS APPROVAL DATE . C87411
MH NO. 2 THE STATE OF CALIFORNIA OF 7S OFFICERS
STA 2+02 OR AGENTS SHALL NOT BE FESFPONSIBLE FOR
PER STD DWG NO. 203 BORING PIT SEE NOTE 4 THE ACCURACY OF COMPLETENESS OF SCANNED
EX SIDEWALK COPIES OF THIS PLAN SHEET.
Wood Rodgers Inc.
. [ . 3301 C Sireot, Suite 100-B
- ; (ABAT\IEO%EDV; PROPOSED 1 OO/o Sacramento, CA 95816
o | = SIDEWALK NOTES:
ol e — SEE NOTE 2 ) :/ 1. CASING TO EXTEND AT LEAST 30 FEET FROM CENTERLINE OF RAILROAD TRACK IN EACH
> | w PROPOSED SIDEWALK \ Li \ W/ PROPOSED RAILROAD DIRECTION.
e | = (BY OTHERS) Lol 7 7 SEE NOTE 2 2. PROPOSED ROADWAY, SIDEWALK, AND RAILROAD IMPROVEMENTS BY OTHERS AND WILL BE
- as ) 640 CONSTRUCTED AFTER SEWER INSTALLATION.
IR > " 3. BORING PIT SHALL BE APPROXIMATELY 12’ X 12’ FOR RECEIVING AND ALLOW PEDESTRIAN
O /:/ ACCESS TO UNDER PASS AT ALL TIMES. CONTRACTOR TO SUBMIT BORING PLAN FOR APPROVAL
2,72 m “ //:/ PRIOR TO CONSTRUCTION. AVOID SLOPES WHEN CONSTRUCTING.
T, O e oTE 5 — |+ 3.00 : 4. BORING PIT SHALL BE APPROXIMATELY 12’ X 36’ FOR LAUNCHING. CONTRACTOR TO SUBMIT
. :/ BORING PLAN FOR APPROVAL PRIOR TO CONSTRUCTION.
W |y e pye (<hR oe) /7 640 “\_a"-ss-pyc_(SDR 26) 5. SEWER BELOW EXISTING AND PROPOSED RAILROAD WILL BE INSTALLED BY TRENCHLESS METHOD.
= o ISEEZ?Q';)TSETEEL CASING 6. MINIMUM COVER OVER TOP OF PIPE SHALL BE 12 INCHES.
% ROW 7. WHERE PIPE COVER IS LESS THAN 30" IN EXISTING OR PROPOSED ROADWAY, ENCASE PIPE PER
22 ™~ EX RAILROAD DETAIL 4 ON SHEET SS-107.
— 8. EXISTING WATER MAIN TO BE RELOCATED BY OTHERS PRIOR TO CONSTRUCTION. RELOCATED
2= (ABAN%%NCI;EAE)S; WATER MAIN WILL HAVE AT LEAST 12" OF VERTICAL CLEARANCE FROM SEWER.
N ! —— R ONTAL LIMITS 9. MANHOLE TO BE ADJUSTED TO PROPOSED GRADE AFTER ROADWAY IMPROVEMENTS ARE
O | x EX DRIVEWAY L5 23 (BY OTHERS) SEE NOTE \11 COMPLETED.
\ T 2. 10. CONTRACTOR SHALL VERIFY THE LOCATION AND ELEVATION OF THE EXISTING STORM DRAIN PIPE
L APPROX.. LOCATIS PRIOR TO CONSTRUCTION. WHERE THE PROPOSED WORK CONFLICTS WITH THE EXISTING STORM
e o gATHANZ(’);S OF BILLBOARD DRAIN PIPE, CONTRACTOR SHALL FIELD FIT A SUPPORT SADDLE AS REQUIRED TO PROTECT THE
<3| e INSTALL PER STD DWG NO. 203 SEWER PIPE UNTIL THE STORM DRAIN PIPE IS ABANDONED OR REMOVED.
55 < 1T1. INSTALLATION MUST BE CONTINUOUSLY PROGRESSED THROUGH ZONE A
% I 12. CONTRACTOR SHALL COORDINATE WITH PG&E PRIOR TO CONSTRUCTION OF THE SEWER LINE
Sal| o BORING PIT\ SEE NOTE 3 ADJACENT TO THE EXISTING POWER POLE. PG&E SHALL BE PRESENT DURING EXCAVATION AND
8"_SS_PVSCEE(SI\?§TE266) "S‘1H.AN2_'|_242 CONSTRUCTION ACTIVITIES WITHIN 10 FEET OF THE POLE TO SUPPORT AND PROTECT THE POLE
S e < INSTALL PER STD DWG NO. 203 AS REQUIRED.
% 6"
= (SEE NOTE 10) ZONE A VERTICAL LIMITS PROPOSED RETAINING
= START STA 4+33 WALL (BY OTHERS)
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POST MILES SHEET| TOTAL

Dist| COUNTY ROUTE TOTAL PROJECT | No. |SHEETS
03 YUBA 70 XX/ XX 4 9
s 7/10/26
REFZIZPERED CIVIT ENGINEER DATE
MH NO 7 CHRISTINE RICE
ggé g;gzowe NO. 203 PLANS APPROVAL DATE . L8rail
THE STATE OF CALIFORNIA OF 775 OFF/CERS
PROTECT EXISTING OR AGENTS SHALL NOT BE RESPONSIBLE FOR
SDMH ON PLACE PROPOSED THE ACCURACY OF COMPLETENESS OF SCANNED
18" SD (BY OTHERS) COPIES OF THIS PLAN SHEET.
§ N\ :g> Wood Rodgers Inc.
— | - 3301 C Street, Sulte 100-B
-4 K 8"-SS=PVC (SDR 26) CHESTNUT STREET 2 Sacramento, CA 95816
— | w “ ABANDON T
© Y _ 2 \\\\ EX. SS (CITY)
o | = " N NOTE 1 - o
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- 0 ’ﬁ NOTES:
3 — | >
55‘ V2 ~ 1. ABANDON EXISTING SEWER IN PLACE
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o T |~ MAIN
o | 2. CONNECT TO EXISTING MANHOLE PER
— | m DETAIL 3 ON SHEET SS-106 AFTER
w EX. WTR % IMPROVEMENTS ARE COMPLETED.
EX SIDEWALK IMPROVEMENTS
= (CA WATER SERVICE) m 3. WHERE PIPE COVER IS LESS THAN
/ ; 30" IN EXISTING OR PROPOSED
<:F> REMOVE INTERFERING EXISTING EX SD (CITY) 0 ROADWAY, ENCASE PIPE PER DETAIL
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POST MILES SHEET| TOTAL

Dist| COUNTY ROUTE TOTAL PROJECT | No. |SHEETS
03 YUBA 70 XX/ XX 5 9
‘ 7/110/26
RE RED CIVIC ENGINEER DATE
MH NO. 9 EX. GAS CHRISTINE RICE
SR ST e NO. 203 Po&t / RETAINING WALL PLANS APPROVAL DATE o LETATL
MATCH LINE (STA.4+50) (SEE SHEET SS-103) NOTE 4 _ %ﬁ/f}%@?@%%ﬁgﬁ%éﬁgg%f% f CIVIL /
MH _NO, 8 18TH STREET /44 COPIES OF THIS PLAN SHEET. (0 e
STA 4+63 7
PER STD DWG NO. 203 é Wood Rodgers Inc.
NOTE 4 7 330 C Streef, Suite 100-B
o /4 Sacramento, CA 95816
> L] 4
R EX. WTR /4
- | = / (CA WATER SERVICE) Z
Ao @ NOTE 3 % .
=S Z 1007%
| = _o— EX. SIDEWALK Z
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- 2 SS-107.
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//// RELOCATED BY OTHERS PRIOR TO
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//// MAIN WILL HAVE AT LEAST 12" OF
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= S /\ 7
— un '
(o' + ,
5 60’ ) ' 60’
£ s f © N
= & i ~
= 5 X k
L o ' I SLOPE = 0.0031 |
58' Y SLOPE = 0.0030 / 58'
= % SLOPE = 0.0030 1 INV 58.50
= — INV 57.74 \_
= INV 57.34 INV 57.44 INV 57.84
< 5 INV 3 \— INV 57.05
~ 5 b 56.95 PROPOSED PROPOSED 56
L] < 18" SD 18" SD )
= = 11 LF INV 54.97 INV 54.97 S 2
<—>|» 8"-SS-PVC & @
| 98 LF 99 LF 209 LF ~ A~
(SDR 26) 8"-SS-PVC 8"-SS-PVC }_ 8"-SS-PVC ,I .
<| ¢ 54" " (SDR 26) ’I (SDR 26) (SDR 26) 54' il
= NOTE 2 NOTE 2 NOTE 2 e
S S 9
= g 5+00 6+00 7+00 8+00 o
= =
= ‘h =g
&S @ SEWER PLAN AND PROFILE 23
== HORIZONTAL: 1" = 20’ = &
< % VERTICAL: 1" = 2’ i
w “ 2o
SS-104]- ©
BORDER LAST REVISED 7/2/2010 e T RELATIVE BORDER SCALE ' ] | i UNIT 0305 PROJECT NUMBER & PHASE 03150000821
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Dist| COUNTY ROUTE TOTAL PROJECT |”'No |SHEETS
03 YUBA 70 XX/ XX o 9
¢ 7/10/26
RE RED CIVIC ENGINEER DATE
. C87411
PLANS APPROVAL DATE
THE STATE OF CALIFORNIA OF 7S OFF/CERS
OF AGENTS SHALL NOT BE RESFONSIBLE FOR
THE ACCURACY OF COMFPLETENESS OF SCANNED
CORPIES OF THIS FPLAN SHEET.
Wood Rodgers Inc.
3301 C Street, Suite 100-B
> S Sacramento, CA 95816
o | 100%
ZONE A
SEE NOTE 5
PROPOSED RAILROAD TRACKS
(BY OTHERS) STA 5+56
80' EX_RAILROAD TRACKS 80'
W L  ——STA4+81 N STA 5+59
O | 78" \\\\\& PROPOSED RETAINING WALL 7g
o ,9 e . (BY OTHERS)
w | L : o /~ Sl :
o |z 74" 4= N/ 74" NOTES:
o = :E / \ 1. CASING TO EXTEND AT LEAST 30 FEET FROM
O | < 79" Hy / E7 OTHERS) \ 79" CENTERLINE OF RAILROAD TRACK IN EACH DIRECTION.
<> / \ TP §b- 8142 2. PROPOSED RETAINING WALL WILL BE CONSTRUCTED
70" i I / \ _L 70' AFTER SEWER INSTALLATION. RETAINING WALL FOOTING
e > > / \\ ZhY AND PILES WILL HAVE MINIMUM 1 FT CLEARANCE FROM
EQ o 68’ N / \ ol 68’ STEEL CASING PIPE.
5% & 3 / JZ 3. SEWER BELOW EXISTING AND PROPOSED RAILROAD WILL
4 B 66' S / ﬂ& 66' BE INSTALLED BY TRENCHLESS METHOD.
Sl S : : / %% 4, WHERE PIPE COVER IS LESS THAN 30" IN EXISTING OR
64' 4z / TOP EL. 61.48 7 > 64" PROPOSED ROADWAY, ENCASE PIPE PER DETAIL 4 ON
= EXISTING 2 y g DRIVEN PILES GE SHEET SS-107.
v 62' \ v} 4/ ) (BY OTHERS) [ -~ 62' 5. INSTALLATION MUST BE CONTINUOUSLY PROGRESSED
> < |- = I SEE NOTE 2 — 12'X36’ HYDRAULIC
o N l— THROUGH ZONE A
EJ ' \f’a A PROPQSED 24" STFFL JAC'KING PIT
| ” A 5 2T n i
o Y T
RO 5 Beps W o8
o 56" 56"
5 E INV 56.271 \\}\\ \\
- v 54' INV 56.2211 54'
z{ @ PROPOSED 18" SD \ BOF 58.21 PER
- 52' INV. 52.73 PROPOSED 52"
7 12'X12 RECEIVING PIT RETAINING WALL
= 50" DESIGN (BY OTHERS)y,
- 158 LF 8"-SS5-PVC (SDR 26) INSIDE
%‘ 24" STEEL CASING (SEE NOTE 1,3) '*
4+00 5+00 6+00

DEPARTMENT OF TRANSPORTATION

=> $DATE

DATE PLOTTED

SEWER PLAN AND PROFILE

HORIZONTAL: 1" = 20’
VERTICAL: 1" = 4’

STATE OF CALIFORNIA

Ct-Lftrans ¢

APPROVED FOR SEWER WORK ONLY SS-105

00-00-00/| TIME PLOTTED => $TIME

LAST REVISION

USERNAME => $USER RELATIVE BORDER SCALE O 1 = 3
BORDER LAST REVISED 7/2/2010 DGN FILE => $REQUEST < N INChE S | | | | UNIT 0305 PROJECT NUMBER & PHASE 03150000821
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Snapshot


REVISED BY
DATE REVISED

KEVIN GUSTORF

N

CHRISTINE RICE

5 LF OF 6"-SS-PVC
(SDR 26)

NEW 48" MANHOLE

6" TRANSITION COUPLING

\ EXISTING 6"-SS

m CONNECTION TO EXISTING SEWER MAIN

CALCULATED-
DESIGNED BY
CHECKED BY

CONSULTANT FUNCTIONAL SUPERVISOR
KEVIN GUSTORF

RESHAPE
CHANNEL
PER CITY
STANDARDS

\j NTS

EXISTING PRECAST
MANHOLE WALL \
N A

CHISEL OUT HOLE
FOR NEW 8" PVC

THOROUGHLY FILL VOIDS
WITH NON-SHRINK ACRYLGO

- }—_— 8" MAX
I

\\——— PVC
MANHOLE
ADAPTER

STAINLESS
a STEEL BAND
AND FASTENER

DEPARTMENT OF TRANSPORTATION

CONNECTION TO EXISTING MANHOLE

STATE OF CALIFORNIA

& afrans-

S
N,

NTS

APFPROVED FOR SEWER WORK ONLY

8"-SS-PVC (SDR 26)

CHRISTINE RICE

- POST MILES SHEET] TOTAL

Dist| COUNTY ROUTE TOTAL PROJECT No. |SHEETS

03 YUBA 70 X. X/ X. X 7 9
7/10/26

REZILPERED CIVYT ENGINEER  DATE

PLANS APPROVAL DATE

THE STATE OF CALIFORNIA OR 175 OFFICERS
OR AGENTS SHALL NOT BE RESFONSIBLE FOR
THE ACCURACY OR COMPLETENESS OF SCANNED
COPIES OF THIS PLAN SHEET.

.. C87411

Sacramento,

Wood Rodgers Inc.
3301 C Stfreet,

CA 95816

Suite 100-B

EXISTING MANHOLE

EXISTING 8"-SS

8"-SS-PVC (SDR 26)

PLAN T

CHISEL OUT HOLE |

FOR NEW 8" PVC el

THOROUGHLY FILL VOIDS -—
WITH NON-SHRINK ACRYLGO

100%

F'—-S” MAX

EXISTING PRECAST
MANHOLE WALL

RESHAPE
CHANNEL \
PER CITY
STANDARDS | HI P |
\\——— PVC
MANHOLE
ADAPTER
o STAINLESS
a STEEL BAND
S AND FASTENER
54 a 4 . = A T

/" A\ SECTION
NI

NTS

mCONNECTION TO EXISTING MANHOLE

SEWER DETAILS 1

SS-106

=> $DATE

DATE PLOTTED

LAST REVISION

00-00-00/| TIME PLOTTED => $TIME

BORDER LAST REVISED 7(/2/2010

USERNAME => $USER
DGN FILE => $REQUEST

RELATIVE BORDER SCALE

IS IN INCHES

UNIT 0305 PROJECT NUMBER & PHASE

03150000821




REVISED BY
DATE REVISED

FULL WIDTH OF TRENCH
0.D. OF PIPE BELL PLUS 12" MIN.

CLASS A
CONCRETE

3" CLEAR
—

CHRISTINE RICE
KEVIN GUSTORF

3" CLEAR —

0.D. OF PIPE BELL PLUS 18" MIN.

CALCULATED-
DESIGNED BY
CHECKED BY

EARTH

— 3" CLEAR

| ——#a TIES @

18" OC

UNDISTURBED
/ EARTH

UNDISTURBED

#4 TIES @ 12"
ALL AROUND

8" PVC (SDR 26)
SEWER MAIN

BLOWN SAND
BACKFILL

¢ cAsING

TWO-PIECE
STAINLESS STEEL
CASING SPACER
AND BANDS

STEEL CASING

CARRIER PIPE

STAINLESS STEEL
CASING SPACER

: POST MILES SHEET] TOTAL
Dist| COUNTY ROUTE TOTAL PROJECT No. |SHEETS
03 YUBA 70 X. X/ X. X 8 9

RE

ERED CIVIL ENGINEER DATE

7/10/26

CHRISTINE RICE

PLANS APPROVAL DATE

No.

THE STATE OF CALIFORNIA OR 175 OFFICERS
OR AGENTS SHALL NOT BE RESFONSIBLE FOR
THE ACCURACY OR COMPLETENESS OF SCANNED
COPIES OF THIS PLAN SHEET.

C87411

Exp. 9/30/27

civiL/,
b o
Cor can™

Wood Rodgers Inc.
3301 C Street, Suitfe 100-B
Sacramento, CA 95816
o
100%
| 8’ MAX L 2" MAX
,,,,,,,,,,,,,,,,,,,,,,,,,,,, | 0
-
\\\ T T 1 T ¥
—\ /
I e A— ..

CARRIER PIPE
STEEL CASING

N

CASING SPACERS-//

a

O

(Va)

- _ NOTES:

o . - |a CONSTRUCTION 1. PRESSURE TEST CARRIER PIPE PRIOR TO INSTALLING BLOWN SAND END SEAL,

> o 3 : SOINT INSTALL

1w ' 2. CASING SPACERS SHALL BE CENTER RESTRAINED POSITION TYPE. CASING STAINLESS STEEL

= O _J SPACERS TO BE INSTALLED PER MANUFACTURER’S SPECIFICATIONS. INSTALL A WORM-SCREW BAND

> 5 3" CLEAR MINIMUM OF TWO (2) SPACERS PER 8 FEET OF CARRIER PIPE SECTION EQUALLY CLAMPS

S|l D SPACED.

— © SINGLE WRAP

2| =z APPROVED NON- 3. CONTRACTOR SHALL ADJUST CARRIER PIPE LENGTHS ALONG VERTICAL CURVE TO

N IS BONDING LAYER ACCOMMODATE STEEL CASING, MINIMUM 10’ LENGTHS

| FULL LENGTH

—| OF ENCASEMENT UNDISTURBED

- (INSTALL IN TWO EARTH

— STRIPS)

|

%

z 5

5 4 CONCRETE ENCASEMENT STEEL CASING DETAIL

= 102 NTS - NTS

N

|—

<C

|—

o=

')

a_

w

=

<

[ -

|—

L

')

|—

=

Ll

3

|—

=

L g

() =
S -
@ ®
i

=| o

= =

o —

S 99

o oo

23

© o~

L = O

" @ SEWER DETAILS 2 5
(V2]

=] I ag

< o

- 'Iﬁ APPROVED FOR SEWER WORK ONLY Ny

w “.ﬂ o)

SS-107|- ©
= O 2
BORDER LAST REVISED 7/2/2010 USERNAME => SUSER RELATIVE BORDER SCALE W 3 UNIT 0305 PROJECT NUMBER & PHASE 03150000821

DGN FILE => $REQUEST

IS

IN INCHES l | |




REVISED BY

DATE REVISED

CHRISTINE RICE

KEVIN GUSTORF

CALCULATED-
DESIGNED BY

CHECKED BY

SEE NOTE: "A"

|—S5TD LID ASSY.

SN

uD SHALL BE
DESIGNED TO
MEET H-20
LOADING

VARIES

N A\.&.\/ ‘(A\/i\/\
SANITARY SEWER

STD LID ASSY.

,§;%,

2"MIN. A.C.

STO LD ASSY.
12°MIN, —l - r {OS2MIN. AC

127 nimx, D
Fg-.'."""—' :"*I".] sr. i‘
|2
SHALLOW MANHOLE DETAIL
(FOR PIPES WITH LESS THAN 4' COVER)

- GRADE RING

NOTES: )
A.) FOR PIPES WITH LESS THAN 4 COVER

USE THE SHALLOW MANHOLE DETAIL

CHANNELIZATION FOR
SANITARY SEWER MANHOLES

— STD LID ASSY.

s

-\ SEE NOTE: A"

- 58" -
IMAX—|f= ~CUT THISEND [
E| | OF TEE As
ShERT S| sHow .
24"MAK‘1 ¢_-1 -'| PIPE TO BE PLACED
= i) 1d | AS CLOSE AS
| ey = | POSSIBLE TO WALL
- ] 072 ~.| & SECURED T0
8 - o [s] waLL W sTAN-
o / A ! P2t |7 LESS STEEL cLakes
SfF A & 0. MAx,
COMPRESSION COUPLING i g crawe |
(WTH STAINLESS STEEL 4 4 VARIES
SHEAR RING) 4 1
= = 4
RWD. BLOCK SPACER — [=(_ |
MIDWAY BETWEEN
CLAMES

SANITARY SEWER

(INSIDE DROP)

gﬁ%* STORM DRAIN

RINIR IR SIS

(FOR PIPE LESS THAN 30 DIA.J

% 3/ 5202y

STANDARD DETAIL 203

SANITARY SEWER & STORM DRAIN MANHOLE

CITY OF MARYSVILLE
PUBLIC WORKS DEPARTMENT

CONSULTANT FUNCTIONAL SUPERVISOR

KEVIN GUSTORF

- POST MILES SHEET] TOTAL
Dist| COUNTY ROUTE TOTAL PROJECT No. |SHEETS
03 YUBA 70 X. X/ X. X 9

7/10/26

ENGINEER DATE

CHRISTINE RICE

No.

PLANS APPROVAL DATE

THE STATE OF CALIFORNIA OF 775 OFFICERS
OF AGENTS SHALL NOT BE RESFONSIBLE FOR

THE ACCURACY OR COMPLETENESS OF SCANNED
COPIES OF THIS PLAN SHEET.

NOTE:

C87411

MANHOLE FRAME & COVER TEICHERT NO. A-1024,
D & L SUPPLY NO. A-1024, SOUTH BAY FOUNDRY
NO. SBF 1900 SAC OR CITY APPROVED EQUAL.

Wood Rodgers Inc

SEE NOTE 1 .
f—u\ o 330 C Streef, Sulfe 100-B

Sacramento, CA 95816

N 7
b X
a FILTER FABRIC SHALL COVER

Fi NOTES 6 &
BACKFILL SHALL BE CLASS I AB ——ENTIRE INTERFACE SURFACE ——_| NATVE BAKFILL (SEE NO 7

AND 5% COMPACTED

AND 85% COMPACTED OF CRUSHED ROCK BACK FILL \\ =

INITI'.\L BACKFILL 5 12° MAX, ] INmﬂL BACKFILL
ASTM GRID PATTERN '{‘{é SIUSED R - 1 : he gl
] Z : ‘}?4 o
& MM, 3/4" CRUSHED rﬁ——+mua4cnusaso ’] OO/
ROCK BETOING B ; °
4" MIN _—
AB BACKFILL~ (PREFERRED) NATIVE BACKFILL
- MARKED-SANITARY
SEWER OR STORM SR
SEWER AS REQD. ﬁ
a
A BACKFILL SHALL 8E
— TROLLED DENSITY FILL
(SEE NOTES 4 & 5)
.
LW 0 S
FuS ]
14 P £ M, 3/ CRUSHED
I 0D+’ ] )
26 1/4" COF, — SLURRY CEMENT BACKAILL
25 12/32" NOTES:

1. REFER TO STANDARD DETAIL 502 FOR SURFACE RESTORATION.

—ir 1/6¢ IPE BEDDING AND INITIAL BACKFILL MAY BE REWSED TO SAND F REQUIRED BY PIPE MANUFACTURER OR UTILITY. PIPE INITIAL BACKFILL MAY
/ W EE RE%@ TO CD.F. — SLURRY CEMENT IF IT 1S BEING USED FOR FINAL BACKFIHL.

3. ALL TRENCH WORK 5° AND DEEPER SHALL HAVE APPROVED SHORING, ALL IN ACCORDANCE WITH OSHA STANDARDS.

3 TROLLED Y C.O.F. — SLURRY CEMENT) MUST CONFORM TO CALTRANS STANDARD SECTION 19 FOR 2 SACK SLURRY CEMENT AND
¢ gorﬂ)( DES!GND‘r\:b‘INLSIL Bir% TIED TO THE ENGNERT:FOR APPROVAL

THERE SHALL BE A 2 DAY WAING PERIOD PRIOR TO SUBJECTING THE C.D.F, ~SLURRY CEMENT BACKFILL TO TRAFFIC LOADS. THIS TIME
% PERIOD CAN BE REDUCED IF, IN THE OPINION OF THE ENGINEER, THE C.D.F. IS ADEQUATELY FIRW AND STABLE.

6. NATIVE MATERIAL MUST BE SUITABLE TO OBTAIM THE 95% COMPACTION REQUIRED AND A GEDTECHNICAL FIRM, APPROVED BY THE ENGINEER,
SHALL SUPERVISE THE INSTALLATION AND PERFORM ALL REQUIRED TESTING.

7. NATIVE MATERIAL COMPACTION MAY BE REDUCED TO 90% IF GREATER THAN 3' FROM EP & NOT UNDER SIDEWALK.
8. MINIMUM COVER OVER UTILITIES SHALL BE 1' BELOW FIMISHED SUBGRADE OR 2' BELOW FINAL GRADE, WHICHEVER IS GREATER.

TRACTOR PACTION TESTS BY AN INDEPENDENT GE\‘JTECHNIC&L FIRM TAKEN A MAXIMUM 200' APART ON_LONGITUDINAL
. ICHES PH%EALL F%m M ﬂl IAL FOR HIGHER LIFTS. SUBSEQUEN SHALL BE MIDWAY BETWEEN PREVIQUS TEST SITES.
MINIMUM OF 2 TESTS PER CRO\SS TRENCHES. THE TOP 1' OF SJBGHDE FOR ALL TRENCHES SHALL BE TESTED FOR COMPACTION
REQUIREMENT IN ADDITION TO THE RANDOM SUBGRADE TEST SHES.

10. SAWCUT INITIAL TRENCH Wi THEN 30 DAYS AFTER WORK HAS BEEN COMPLETED, SAWCUT OR GRIND THE ADDITIOMAL WIDTH CN BOTH SIDES
QF TRENCH IN ACDUFE‘MQ{ 1MI'H STANDARD DETAIL 502.

|—7 25 11/32"

/5 lzd2
VSt — A STANDARD DETAIL 307 % 245 (2024 STANDARD DETAIL 501
MANHOLE FRAME & GRATE TRENCH BACKFILL
CITY OF MARYSVILLE TV O MARTSLLE
PUBLIC WORKS DEPARTMENT
DATE REVISIONS BY o e = PUBLIC WORKS DEPARTMENT

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

& trans

DATE REVISIONS BY
— e __EDGE OF PAVEMENT
CURB AND GUTTER — ST
LANE OR EDGE LINE e ==
! i
o~ |
BN i
STREET ¢ - -
= - i - 35 s o = - : ey L § STREET
PARKING /BIKE STRIPE e . |
3 Min b - ,l '
CURB AND GUTTER TP |
T . 8 |
] SEE NOTE 3 l | i ! |
I w1 EDGE OF PAVEMENT

LEGEND
,-\\\\3 OVERLAY LIMITS FOR

WHEN PAVEMENT IS § YEARS OLD,

i

mm TYPICAL TRANSVERSE PAVEMENT CUTS

OR LESS, A PAVEMENT PATCH IS

REQUIRED TO THESE LIMITS. NO JOINTS OR REDUCTION IN AREA
ALLOWED. PAVEMENT REPLACEMENT 1S REQUIRED TO THE NEXT ADUACEN™
CURB/EDGE OF PAVEMENT, PARKING OR LANE LINE WHENEVER A ICH
OR DISTURBANCE OF ASPHALT OR SUPPORT MATERIAL EXTENDS BEYOND
SUCH LINE. SEE NOTE 3 ON THIS PAGE.

'

WHEN PAVEMENT IS OLDER THAN 5 YEARS, A PAVEMENT PATCH IS

REQUIRED TO THESE LIMITS.

ALLOWED, PAVEMENT REPLACEMENT IS RECUIRED TO TH:

ADJACENT CURB, PARKING OR LANE LINE WHENEVER A TREN
R SUPPORT MATERIAL EXTENDS BEYOND
LINE. SEE NOTE 3 ON THIS PAGE.

TRENCH LIMITS AT TOP OF PAVEMENT

DISTURBANCE OF ASPHALT
SUCH

T SECTION LIMITS

(FULL DEPTH AC REPLACEMENT)

NOTES

O JOINTS OR REDUCTION IN ARE.A ARE

1. FULL—DEPTH PAVEMENT PATCH JOINTS SHALL BE
SEALED WITH CRAFCO POLYFLEX TYPE-1, OR EQUAL.

2. ALL CUTS SHALL BE PERPENDICULAR DR PARALLEL TO
AVEL.

DIRECTION OF TR

R

; 2
B" MIN CL. 2 AB UNDER

SIDEWALK OR 187 MIN

SELECT SOIL IN PLANTER

OUTSIDE OF ROADBED

IN CITY RIGHT OF WAY

3. REMOVE ADDITIONAL PAVEMENT TO ADJ&CEN'I’ EXISTING
PAVEMENT PATCH, MANHOLE, BOX, OR EDCE OF

PAVEMENT IF THESE FEATURES ARE
FINAL SAW CUT.

4. SIDEWALK SHALL BE REMOVED TO EXISTING

WITHIN 3 FEET OF

JOINTS OR SAW CUT AT
SCORED TO

EXISTING SCORE LINES. NEW CONCRETE SHALL BE

MATCH EXISTING.

TYPICAL LONGITUDINAL PAVEMENT CUTS

GRIND AND OVERLAY BETWEEN LANE LINE,

b 2 MIN ot 1' MIN =}
v b

TTER, AND/OR EDGE OF PAVEMENT
(SEE LONGTUD?NAL PAVEMENT CUTS ABOVE).

p=——— T GRIND FOR PAVEMENT OLDER THAN 5 YEARS
FULL-DEPTH PAVEMENT REMOVAL

1 (ALL PATCHES) WIDTH VARIES
4" MIN 1/2° AC, 8" MIN AB OR

MATCH EXISTING SECTION IF THICKER

Lo TREMCH __ '
VAT 015" Min.
D‘%“m-[sw OVERLAY 1

N e

E’US‘HNG ATHALT/

L~

REQUIREMENTS

: FULL-DEPTH
REPLACEMENT
COMPACT EXISTING BASE & OF AC TYP
MATERIAL T0 95% RG TYP
SEE 501 FOR BACKFILL T—umury e

TYPICAL LIMITS OF REMOVAL

S/5/202.
Lol — e

STANDARD DETAIL 502

REVISIONS BY

SURFACE RESTORATION

CITY OF MARYSVILLE

PUBLIC WORKS DEPARTMENT

SEWER DETAILS 3
APFPROVED FOR SEWER WORK ONLY

> $DATE

DATE PLOTTED

SS-107

LAST REVISION

00-00-00/| TIME PLOTTED => $TIME

BORDER LAST REVISED 7(/2/2010

USERNAME => $USER
DGN FILE => $REQUEST

RELATIVE BORDER SCALE O 1 2 3

IS IN INCHES 1 1 1 1 UNIT 0305

PROJECT NUMBER & PHASE 03150000821
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